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Bray products are used in a wide range of 
industries worldwide including:
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PRODUCT QUALITY & PRECISION
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“Bray Controls is focused on and 

committed to meeting the expectations 

and needs of our customers while 

continually improving the effectiveness  

of our quality management.”
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BRAY SERIES 92/93 
PNEUMATIC ACTUATOR
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STANDARD MATERIALS SELECTION

NAME MATERIAL

Body Extruded Aluminum Alloy, Anodized
316 Stainless Steel

End Caps Die cast Aluminum Alloy with  
Corrosion Resistant Polyester Coating

316 Stainless Steel

Pistons Die Cast Aluminum Alloy

Output Shaft/Pinion: Carbon Steel, Zinc Plated

Travel Stop: Alloy Steel

Shaft Bearings: Acetal

Piston Guides: Acetal

Fasteners: Stainless Steel

Springs Spring Steel, Protective Coating

Piston O-Ring Seals: BUNA-N

Options:

Polyester Coated Body Exterior 
Electroless Nickel Plated Body Exterior 
Hard Anodized Body Exterior
Seacorr Coated Body Exterior 
Stainless Steel Pinion

DIRECT MOUNTING
Bray actuators comply with ISO 5211  
dimensions and mount directly to Bray valves 
without using external linkages. Field instal-
lation is simple, misalignment is minimized 
and contamination buildup between valve 
and actuator is reduced.

PNEUMATIC ACTUATOR OPTIONS

SERIES 93

STAINLESS STEEL

SERIES 5 - DECLUTCHABLE GEAR 
OPERATOR

EXTENDED TRAVEL STOPS
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PISTON O-RING SEALS

OUTPUT SHAFT and PINION GEAR

POSITION INDICATOR

PISTONS

BODY

END CAPS

–5°
+5°

–5°+5°

All Bray Series 92/93 actuators 
 have permanently lubricated 

 bearings and guides.

TRAVEL STOP ADJUSTMENT
The 0° and 90° travel positions have 

travel adjustments of +5° max. to –5° min 
Extended travel stops are also 

offered as an option
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SOLENOID OPTIONS

BRAY SERIES 63 
SOLENOIDS PILOT 
OPERATED SPOOL CON-
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FEATURES: 
Compact

Modular
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DIRECT MOUNTING
DIRECT MOUNTING: Meeting NAMUR (VDI/VDE 
3845) standards, all Bray Series 63 solenoid valves 
direct mount to the integral porting system of Bray 
Series 92/93 pneumatic actuators. No external 
piping is required. Bray’s direct mounting permits 
quick and simple field installation.

SERIES 63 - MECHANICAL CHARACTERISTICS
MOUNTING NAMUR (VDI/VDE 3845), mountable 

in any position, hardware included

MATERIALS

Body: Anodized Aluminum

Spring: Phosphate treated black steel

Shading Coil: Copper

Seals: NBR + PUR

Core / Tube: Stainless / Brass 

End Covers & Plate: 6/6 glass filled polyamide (PA/FV)

Spool: Aluminum

Internal Parts: Zamak, Steel, Acetal

PNEUMATIC PORTS 1/4" NPT

ELECTRICAL
CONNECTIONS

NEMA Housings: 1/2" NPT

DIN Housing: Cable Gland PG9

CONSTRUCTION
Standard construction is molded and potted coil with 18" leads, Class F 
Insulation. Other insulation classes available. The IP65 DIN coil and magnet 
structure are epoxy encased. Molded Cordsets and connectors are available 
for IP65 DIN coil housings, please consult Bray representative or factory 
for further information.

NORMAL AMBIENT TEMPERATURE RANGE

NEMA Housings: 
AC: -13°F (-25°C) to +140°F (+67°C)
DC: -13°F (-25°C) to +77°F (+25°C)

ELECTRICAL COIL

with flying leads

Type “I” Connection

FLOW

Bray S92/93 actuation times are very dependent on the flow capacity of their air 
supply. It is strongly recommended that only the Bray S63 high flow solenoid be 
used with the Bray S92/93 actuators. The use of smaller port solenoids, solenoid 
manifolds, small I.D. air supply tubing and/or extended lengths of tubing can 
significantly reduce the actuation time and/or the initial response to the command 
signal. Please see TB-1140 for pneumatic FLOW TESTING RECOMMENDATIONS.

NOMINAL POWER (WATTS)

OPERATING 
SPEED

DUTY CYCLE



CAPTIVE HOUSING BOLTS
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BRAY SERIES 50 
VALVE STATUS MONITORS
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SERIES 50–0700
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A Bray Series 63 solenoid valve can  
be easily terminated in Series 50-0700 

 valve status monitor.
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SERIES 50-0700 
AVAILABLE SWITCHES:

Other switches are available. 
Please consult your factory representative.
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VALVE POSITION TARGETS
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BRAY SERIES 52 
VALVE STATUS MONITOR
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������ ��
� �����
�
�	� 
���������
�� �����

���	��
������������������	�
��
�������
������������
����������
�������
� ���� ����� ��
������ ���� ��������
� ��
����� $��
� ��
�
�����#��������
������������
����
���!�
����?��������������������
�����
�
�	��
��
��
�������������
������!����	��������
���
����
�������
����
�
�����
���������?
���
�1
��
��K<���
�!
��������
�
���������
�
�������
�����

ELECTRICAL CONNECTION: 3������#����
�
������������
��������
�
����
�� ��� ���� �������!����	� ����� ����	��� ����������� �������
�
����
�
����

POLYMER ENCLOSURE: ���	����
�������<��
���������6�����
��

�������
� ��
���	� �
���
�� ����
� �
����
�
���� ���� 
��
����
�
��������� �

�
�� ��� ��
������ ����� ������� �������������� ��
�

���	��
����
�����������������
������
��
����������������!�������
�������?�

LOCAL POSITION INDICATION: 3�O���
�(��������(����
������
���
�����	�����!�
�	
�����3�1����
����������������
����������������	�
�������������
���������
�������
���

LED Indicators� ���
��������
��
���������� ����� ��
� �
������
��
� 
�
��������	� ����������� ���� ����� ��
� ����
�� ���������
����!

���
���
���

High Visibility Valve Position Display� 9��������:
(�����
���	���!
�
���������������
��I�	
����������
���!���?�
�������
��I���
�������	��������
������
���������������������
��
���������
�������
��

����
�
���������������
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Inductive Proximity Sensors: ��
�
��
��������
�������
����
�
�
�����������������������������
�������
������������
�����?�
�

�����������������������
�
������������������
�������

��
� ��������� .'�
�
��������
�
�����
���
��(G(����G(G�����
����
����������
���
�����������
��������
���
����65�O.'�9<55�3:����D5�O.'�
9F55�3:��3�G3+=%�/�����������	�1�
�.'��
���������!
�
������
�������
���������/1�!����
��������
����
�.'�����
����� 
���+6<��B#����

3'��
��������
���
���� 
<5�O3'�9<55�3:����<K5�O3'�9K55�3:��G��
��
���������������
������
������

�
�����3'�����������������
�3'�����
����� 
���N,EM��K#����

BUS Network Powered 
Proximity Sensors with Solenoid Drive: 
���	����=1�����
������������������
��������
����������1
��
��
K<�
����
��������
����?��������������������
���
����
������
����
���������������������������31#���.
���
G
������(%$)/�=1�
.(���������
�������!�
��
3��� �
����?� ������ �������� ���� �=1� ���
�
�� ��������	� 
�
��������������!�
��
����?���������
���������������
���������
�
����
���������
	�����!
�������
������������	����
����������� 
��	�!
����
�
��!	���
��
����?�

SERIES 52 MODELS

SERIES 52 ADVANTAGES
2N1 ProxSensor��
����
���
�������������������� 

����
���������
������������������
�;

vs. Mechanical Snap Acting Switches

vs. Magnetic Reed Switches 

vs. Externally Mounted 

Proximity Switches

vs. Two Inductive Proximity Switches 
in standard switchbox

QUICK-CONNECT 
ACCESSORIES:
&� '����
��
&� 2��
������'�����*�%
�
�����
��
&� '����
���93'�1
���������	:

INTEGRAL Y-CONNECTION
���	� �
��� �� RSM� ��!�
� ��� ���!��
� �� 1
��
�� K<� 
���� ./G� ���
����� ����� �� �����
� ����
������� ��
� 
S#'���
����������!
����
�� ����� �
���
�
�
�������� 
@�������� !��� !	� 
���
�� �����
��� 
��
������ ����� ���
�������������
������	����������	���1
��
��K<�����
�����
�����������������������
�
�	����
�!�
���	��
��

11

BUS NETWORK

INDUCTIVE ASi Flat Cableeeeee

M12 (4 pin)

DeviceNET

7/8” (5 pin)

ASi M12

IIN

B

77

M
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BRAY SERIES 6A 
ELECTRO-PNEUMATIC POSITIONERS
(�
��������������������������������
���
���!����	����	���1
��
��F3�
��������
����
�
��
����
�������
��
����������������������
�����!��������

���
��	�����
�����	����������=�������������	������
������������
���!�
��������������������
��
�
���������������/�����������	�
��
��
���������
������������!�
�

���	����=1���������
����
������1
��
��F3�
����
�������
����
��
���
����?��������������������
���
����
������
��������
�������
�
�������������������

ON-LINE ADAPTIVE CONTROL: .��������
����������
�
���������������	�������"
����������!
������������ ����
��
���
������
�����
���������
��������
��
������
����
��

DIAGNOSTICS: ���	���1
��
��F3���������
���
����
������
����
�
���� ��
�
������
� �����
����
� �
�#����������� ��
�?��� 3���
������������ ���� ���������	�� ��	� !
� ����������	� �������
��� ����
�
����
��

AIR SUPPLY MONITOR:�3�������������
����
�����
�1
��
��F3��
���������
����������������������������������������������������
�����
�����	���������
����������������������	������
�7'.�������	�!
�
�
��������
��
���
������������
��

LOCAL POSITION ADJUSTMENT:�O���
��������������!
��������	�
��@���
��������	�!	��
���������
������������
�����
����������
�
�����!������������
����
���
��
���
����������������

FLOW RESTRICTORS:� (�
���
� �������� �� 
�
�� ��
� �����
���
��
����������������������������
�����)����%
����������

POSITION INDICATOR: /�������������� ��
�7'.�������	������
�
��������������
���	���������
�����������
�!	���	
���������������

LOCKING DEVICE: )����������!�����������������������
�1
��
��F3�

����
������������������������������������?�����
���
�

EXPLOSION PROOF UNITS
.
����
�������"������������
�
�
���������������1
��
��F3�

����������������������
����
���������
�
����
������
���#
�
��������������������
#�����
�������
��

��
���������������!�������?
	���������!������������
�
���������
�������������
�
��
�����	������
������
����	����
���!�
�!
�����
���������
�����������!
���������
��������	��
�
�����������
��������
���������
���������
������������
�����
�7'.�������	������
�
��
����!
��������������������
����������������������

0��
�����,2���������(����
�������
���

��G2+3�B�B��N*�4�
��
��������������
�
�
�������
����
����������
������
�����������#
������������
���	��������������
������������������������
�������
3����
������1�����
���1�

��
�������
����������!�
�������
��
���
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NERS
1
��
��F3�

����!��������
����������
����	�

��

��

����
�
��� 3���
���
��� ����

1
��
��F3��
������
�����
�����	�!
�


��������	�
��������
�


� �����
���
��

��	������
 MODULAR ACCESSORIES
GAUGE MANIFOLD: 3�� 
��
�����	� �����
�� ����
�  
������������
�
����������������

�����
������
����
�����
�����	�������
�����������������������������
����
��

VOLUME BOOSTERS: ��
�
������
������
��
����������
�
������������
��
��
��
�����
����
�

OPTIONAL BOARDS
��
�
����������!������������
���������������������������

����
����������!
�
����	��������
�������
��
���

RETRANSMISSION MODULE (IY):������B#<5��3�.'��������
!������������
������
���������������
��������������

PROGRAMMABLE ELECTRONIC SWITCHES (ALARM):  
�����
���������������������������������
��������������
��	�!
���������
������������
����������������
�������������
$�
�����������������������������
��

LIMIT SWITCHES:� )��� ���� �������
�� ����������� ��  
��������� ����
�� �������� ���� ������� ������� ��
� �
�
�;�
+
���������1�����
�����������������	���
�/�������
�(�������	�
1�����
��91/3:�

1��������� 
�������������
�
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LCD DISPLAY & KEYPAD: (�����
���������������������������
�
��������������
���
���
��
��

�����
�
�������
������������������
?
	����
����
���������
������������
���������
����
���������
��
��
����������
�9�������������������:������������
����
����
�
������������

With the housing cover removed, the keypad push buttons are 
accessible to perform a variety of functions:

Confirmation of the set point

Progress to the set point

Potentiometer alignment

Diagnostic checks

Error messages

ENCLOSURES: ��
�������������
������
�������
�������������
��
��������!�
��������
��������	�
�������������
��
��
�����
������
���������������
�������
��


�
��
��

�

e

ENCLOS
��������
���������

E
�
�

AUTO CALIBRATION
Calibration is easily performed by entering only three 
parameters into keypad push buttons. The less than 5 minute 
calibration process automatically determines the position of the 
travel limit stops, then measures and records the parameters 
for both the open and close positions.

Supply Pressure [Max] 20 - 102psi (1.4-7Bar)

Air Consumption (80psi) <0.00035 scfm  (.00275 sccm)

Input Signal

Analog 4-20 mADC

BUS HART, Foundation Fieldbus, Profibus PA

Connections

Supply 1/4” NPT (G 1/4”)

Signal (2 conduit entries) 
1/2” NPT (M20x1.5)

Resolution <0.05%

Repeatability 0.32%

Hysteresis <0.2%

Temperature Range -22°F(-30°C) to +176°F(+80°C)

Weight 2.0 lbs. (0.9 kg)

Control Element Type Piezoelectric

EMC Requirements EN 61326/A1 Appendix A.1

NAMUR NE21 August 98

Protection Class NEMA 4,4x and IP66

Materials

Housing Fiberglass Reinforced Polymer with Metalized 
Coated interior for EMC protection

Housing Fasteners Stainless Steel

Position Indicator ABS polymer

Positioner Mounting VDI/VDE 3845 (NAMUR)

Available Approvals FM, CSA, CE, ATEX

SERIES 6A WATERPROOF UNITS - SPECIFICATIONS
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SERIES 64 POSTIONER 
FOR DOUBLE & SINGLE ACTING ACTUATORS
)�������������������������������������������
��������������
����	�
1
��
��FB�������������	�������������
������������������
���
�����
��
!
��

��5J�����45J�����
�����
��������
�����������������������
�
�����������������
��������
����������!�������!
�
����	��
�
��
�������
���������������������/����������������
�����!�����
������
����
�����
#
�
��
������������"
�����@����
����

OPTIONS / ACCESSORIES
SPECIAL CAMS: 1�
�����'����������#�������������
����	�!
�
�����
��!	���
������	����������
��

GAUGE MANIFOLD: 3��
��
�����	������
������
�������������#

�
����������������

�����
������
����
����������	�������
����������
�������������������
����
��

AIR FILTER: � 2�������
�� ����� ���� ���� �������
�� ���� 
����������������
������

BUNA-N DIAPHRAGM:� (
������ ��
��
�� �
��������	� �����
��������
������������������������
�����������

STAINLESS STEEL SPOOL VALVE: (�
���
�	� ������
�� ����
������
������
���
���
��	�����
����������������
�
��
���
�������
������

POSITION INDICATION: 3������	�����!�
�	
����������
��������	�
�������
���������������
��������������
�
�
����

HOUSING: 3�����
�����
������	���!����
����
����������	�����
����
��
���������
������������
�������
����

BODY HOUSING: 3����"
�����������

All positioner components are 
fully enclosed.

Linear feed back cam, 3-shapes, with split-range

Compact Design – directly coupled to the actuator stem

Direct or reverse action from positioner with no additional parts

No external springs, all operating parts completely enclosed

Not affected by supply pressure fluctuations

Air discharge creates a slight purging pressure inside the 
positioner housing. This pressure prevents dust, humidity or gas 
from entering the unit

Good Vibration-resistant characteristics

Span and zero adjustment. 
(Span not affected by zero adjustment)

Usable for double-acting or single acting service


����������������

�����
������
����
����������	�������
����������
����������������
����
��

All positioner components are
fully enclosed.
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SERIES 55 
FILTER REGULATORS 
��
����	�1
��
��KK�)���
��%
�������������K�����������
���
����
��
���������
��������������������
�������������������������������
��
� �����
��
�� ���� ����� �������
� �������� ��� ��	� ��
�������
���������
���
�������
��������	��
����
��
�������
��������
�
���	�1
��
��FB�����F3���������
���

LOCKING KNOB:� 3������ ��� �������
��� ��
����
� 
��@����
����������?����
���
����
��
�������������
�

THREADED COLLAR:�(
������
��	��������
�����!���?
�����
���
�����������

PRESSURE PORTS:�6,BM�G(�����6,B�-�+
����

BOWL QUICK RELEASE:� 3������ ��� 
��	� �
������ �� ��
� 
!��������������������
��� ��� ��
����
��
�
�
����������� ��
�
�

�������
�����������

TRANSPARENT POLYCARBONATE BOWL:� (�����
�� 
��	�
��
������������
�
���

METAL BOWL GUARD:�(�����
�������	�!�
�?��
�����
������
����
��
�����
�������
������������

PUSHBUTTON DRAIN:� 3������ ��� 
��	� �
������ �� ������� 
������
�!����

SERIES 55 FILTER REGULATORS

Pressure Ports 1/4" NPT or G 1/4

Gauge Ports G 1/8

Flow (SCFM)* 30

Set Pressure
7 – 125 PSIG ( 0.05 - 0.85 MPa ) 
(0.5 - 8.6 Bar)

Filter Regulator Body Zinc / Removable Non-Rising Knob

Bonnet Plastic

Springs Steel

Bowls (2 Ounce)
Transparent Polycarbonate  

with Metal Guard
Metal (Zinc) w/Sight Gauge

Filter Element 5 Micron Standard – Plastic

Pressure Ratings**
0 – 250 PSIG 
(0 - 1.70 MPa) 
(0 – 17.2 bar)

Temperature Ratings 32° - 175° (0° - 80° C)

*SCFM = Standard cubic feet per minute at 100 psig inlet, 90 psig 
no flow secondary setting and 10 psig pressure drop.
**Do not attach to pressurized gas bottles.
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CONTROLS
A Division of BRAY INTERNATIONAL, Inc.
13333 Westland East Blvd.   Houston, Texas 77041
281.894.5454   FAX 281.894.9499    www.bray.com

BRAY INTERNATIONAL, INC. WORLD HEADQUARTERS

BRAY CONTROLS - CHINA Office & Manufacturing

Global Manufacturing, 
Service Around the Corner

To serve you locally, each region maintains a  

factory certified sales and service network for  

all Bray International products.

 
Houston, TX.  +281.894.5454

 
Houston, TX.  +281.894.5454

 
Heerhugowaard +31.72.572.1410

 
Bairro Cascata Paulinia SP-Brazil 
+55.19.3844.6161

 
Montréal +514.344.2729

 
Centro de Empresas +56.2739.2966

 
Hangzhou, Zhejiang +86.571.828.52200

 
Krefeld +49.2151.53360

 
Zapopan, Jalisco, +52.33.3836.4460

 
Melbourne, Australia +613.9580.9755

 
Inchinnan  +44.141.812.5199

 
Houston, TX +832.912.2300

 
Hangzhou, Zhejiang +86.571.828.52200

, 
Montréal +514.324.8900


