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4 58

50 Hz 60 Hz
2-170  lph/12-3.5 bar 2.4-204 lph/12-3.5 bar

0.5-45 gph/174-51 psi 0.6-54 gph/174-51 psi

25-500  lph/10-5 bar 30-  lph/10-5 bar

6.6-132 gph/145-73 psi 8-1  gph/145-73 psi

330-1750 lph/10-4 bar 395-1680 lph/10-4 bar

87-462 gph/145-58 psi 104-444 gph/145-58 psi

NPAG

NPBG

NPCG

DESCRIPTIONCODE

Neptune A Series

Neptune B Series

CAPACITY/PRESSURE

Neptune C Series

LPH GPH LPH GPH BAR PSI

0002 2 0.5 2.4 0.6 12 174

0005 4 1.1 4.8 1.3 12 174

0010 8 2.1 9.6 2.5 12 174

0025 22 5.8 26.4 7 12 174

0050 44 12 52.8 14 10 145

0090 80 21 96 25 5 73

0120 120 32 144 38 3.5 51

0170 170 45 204 54 3.5 51

0025 25 6.6 30 8 10 145

0050 50 13 60 16 10 145

0090 85 22 100 26 7 102

0120 115 30 140 37 7 102

0170 170 45 200 53 7 102

0240 235 62 280 74 7 102

0330 315 83 370 98 5 73

0400 400 106 480 127 5 73

0500 500 132 1 5 73

0330 330 87 395 104 10 145

0400 415 110 495 131 10 145

0500 445 118 534 141 7 102

0600 550 145 660 174 7 102

0700 660 174 792 209 5 73

1000 1000 264 1200 317 4 58

1200 1200 317 1440 380 4 58

1400 1400 370 1680 444 4 58

1800 1750 462 - -

CODE
CAPACITY @ 50 HZ CAPACITY @ 60 HZ PRESSURE

NPAG

NPBG

NPCG

SERIES



PVC PVDF 316L PVC PVDF 316L PVC PVDF 316L PVC PVDF 316L PVC PVDF 316L PVC PVDF 316L

R Soft Tube - - - - - - - - - - - - - - - -
Q Hard Tube Connector - - - DN15 - - DN15 - - - - - - - - - - -

F NPT F - - 1/2" F - - - - -

N NPT M - - -

X

CODE DESCRIPTION

NPAG0002-0050&

NPBG0025-0050

NPAG0090-0170&

NPBG0090-0500
NPCG0330-0400 NPCG0500-0700

Any speical requirements, please connect the supplier.

1/2"×3/8"

3/8" M 1/2" M

1/2" F 1/2" F

1/2" M

1" F

1" M

NPCG1000-1200 NPCG1400-1800

NOTE: Any speical requirements, please connect the supplier.

Contact the supplier for special requirements.

CODE DESCRIPTION LE MATERIAL CV BODY CV SEAT VALVE BALL  DIAPHRAGM/SEAL RING/SPRING

P PVC LE PVC PVDF PE S-SiC PTFE / VITON®

T PVDF LE PVDF PVDF PVDF S-SiC PTFE / PTFE

S 316SS LE 316SS  316SS 316SS 316SS PTFE / VITON®

F Chloros Application (PVC LE) PVC PVDF PVDF S-SiC PTFE / PTFE

V High Viscosity (PVC LE) PVC PVDF 316SS 316SS PTFE / VITON®/316SS

X Any speical requirements, please connect the supplier.

Suc：1 1/2"F
Dis：1 1/2"F

Suc：1 1/2"M
Dis：1 1/2"M

Suc：1 1/2"F
Dis：1"F

Suc：1 1/2"M
Dis：1"M



EST. WEIGHT KG (LB)

PVC PVDF 316SS

9.6
(27.3)

9.7
(27.6)

11.6
(31.5)

9.6
(27.3)

9.7
(27.6)

11.6
(31.5)

11.2
(24.7)

11.3
(24.9)

13.4
(29.5)

30.3
(66.9)

30.5
(67.3)

31.9
(70.4)

32.2
(70.9)

32.4
(71.4)

34.6
(76.2)

52.6
(116.0)

52.6
(116.0)

56.3
(124.2)

54.3
(119.8)

54.3
(119.8)

61.9
(136.5)

PUMP MODEL CODE
NW. WEIGHT KG (LB)

PVC PVDF 316SS

7.5
(16.5)

7.5
(16.5)

8.3
(18.3)

8.5
(18.7)

9.8
(21.6)
31.8

(63.6)
33.5

(73.7)
36.8

(80.9)

7.6
(16.7)

7.6
(16.7)

8.3
(18.3)

8.5
(18.7)

9.8
(21.6)
31.8

(63.6)
33.5

(73.7)
36.8

(80.9)

9.4
(20.7)
10.1

(22.3)
10.3

(22.7)
12.4

(27.3)
35.3

(77.6)
38.6

(84.9)
45.8

(100.7)

*Weight based on standard motors. For non-standard motors contact supplier.

PACKAGING (L x W x H)
mm x mm x mm

(inch x inch x inch)

580 × 400 × 650
(22.83 × 15.75 × 25.59)

Carton

580 × 400 × 650
(22.83 × 15.75 × 25.59)

Carton

600 × 400 × 620
(23.6 × 15.75 × 24.5)

Carton

NPAG0002~NPAG0010

NPAG0025~NPAG0050

NPAG0090~NPAG0170

NPBG0025~NPBG0050

NPBG0090~NPBG0500

NPCG0330~NPCG0400

NPCG0500~NPCG0700

NPCG1000~NPCG1800

GW WEIGHT KG (LB)

PVC PVDF 316SS

12.4
(27.3)

9.6
(21.2)
10.4

(22.9)
10.6

(23.1)
12.3

(27.1)
36.3

(79.8)
38.0

(83.6)
41.3

(90.86)

12.5
(27.6)

9.7
(21.4)
10.5

(23.1)
10.7

(23.6)
12.4

(27.3)
36.3

(79.8)
38.0

(83.6)
41.3

(90.86)

11.6
(25.6)
12.4

(27.3)
12.5

(27.6)
14.5

(31.9)
40.0

(88.0)
45.6

(100.3)
50.6

(111.4)MODEL
SIZE

(mm)

LIQUID END

PVC/PVDF
Soft Tube

316SS

MODEL
SIZE

(mm)

LIQUID END

PVC
Hard Tube

PVDF
NPT F

316SS

NPAG0002
-

NPAG0050

A 82 102
B 71 71
C 221 223

NPAG0090
-

NPAG0170

A 125 130
B 117 117
C 287 287

*Contact supplier for  NPT male dimensions.

MODEL
SIZE

(mm)

LIQUID END

PVC/PVDF
Soft Tube

316SS

NPBG0025
-

NPBG0050

A 82 102
B 55 55
C 249 251

MODEL
SIZE

(mm)

LIQUID END

PVC
Hard Tube

PVDF
NPT F

316SS

NPBG0090
-

NPBG0500

A 125 131
B 101 98
C 315 315

*Contact supplier for  NPT male dimensions.



*Contact supplier for  NPT male dimensions.

MODEL
SIZE

(mm)

LIQUID END

PVC
Hard Tube 

PVDF
NPT F

316SS

NPCG0330
-

NPCG0400

A 125 130
B 66 66
C 306 306

MODEL
SIZE

(mm)

LIQUID END

316SS
PVC/PVDF

NPT F

NPCG0500
-

NPCG0700

A 143 172
B 74 79
C 327 324

A1 181 209
NPCG1000

-
NPCG1200

A2 187 222
B 96 101
C 346 346
A 187 221

NPCG1400 B 96 101
C 346 346
A 210 228
B 97 101NPCG1800

C 346 346



PSG®保留修改此文件中所包含的資訊和圖片的權利，恕不另行通知。
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